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TRAFFIC CONTROL RATE SCHEDULE 
(Subsections 618.04.1 & 618.05.1 of the Standard Specifications) 

 

Group No. 
Traffic Control Device 
Description 

Value in Units  
of Each Traffic  
Control Device 

    

1. Any Size Sign Signs on Portable Mounts 2826/each 

2. Sign Faces up to 15.9 square feet  
(1.48 square meter) 
 

Signs Mounted on Single Post 106104/each 

3. 16.0 up to 19.9 square feet  
(1.49 up to 1.85 square meter) 
 

Signs Mounted on Single Post 118108/each 

4. 20.0 up to 29.9 square feet  
(1.86 up to 2.78 square meter) 
 

Signs Mounted on Single Post 140118/each 

5. 30.0 up to 40.0 square feet 
(2.79 up to 3.72 square meter) 
 

Signs Mounted on Single Post 204182/each 

6. 10.0 up to 18.1 square feet 
(0.93 up to 1.68 square meter) 
 

Signs Mounted on Two Posts 186178/each 

7. 18.2 up to 19.9 square feet 
(1.69 up to 1.85 square meter) 
 

Signs Mounted on Two Posts 198184/each 

8. 20.0 up to 29.9 square feet 
(1.86 up to 2.78 square feet) 
 

Signs Mounted on Two Posts 226202/each 

9. 30.0 up to 39.9 square feet 
(2.79 up to 3.71 square meter) 
 

Signs Mounted on Two Posts 298258/each 

10. 40.0 up to 49.9 square feet  
(3.72 up to 4.64 square meter) 
 

Signs Mounted on Two Posts 324280/each 

11. 50.0 up to 59.9 square feet  
(4.65 up to 5.57 square meter) 
 

Signs Mounted on Two Posts 502430/each 

12. Sign Faces up to 20.0 square feet 
(1.82 square meter) mounted on  
Type III Barricade (sign only) 
 

Signs Mounted on Barricade  
 

2618/each 

13. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) or 
1.2 meter to 3.0 meter 
 

Barricade (reflectorized on one side) 132128/each 

14. 4'-0" (1.2 m) to 10'-0" (3.0 m) B (III) or 
1.2 meter to 3.0 meter 
 

Barricade (reflectorized both sides) 144132/each 

15. Portable Barricade 
(1) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (I) 
(2) 2’-0” (0.6 m) to 6’-0” (1.8 m) B (II) 

2’-0” to 6’-0” B (I) & B (II) or 
0.6 meter to 1.8 meter 
 

Barricade (See Std. Details 618-00) 
Portable Barricade 
Portable Barricade 

 
814/each 
14/each 
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TRAFFIC CONTROL RATE SCHEDULE 
(Subsections 618.04.1 & 618.05.1 of the Standard Specifications) 

 

Group No. 
Traffic Control Device 
Description 

Value in Units  
of Each Traffic  
Control Device 

    

16. Barricade Warning Lights 
(1)  Type A - Low Intensity 
(2)  Type B - High Intensity 
(3)  Type C - Steady Burn 

 

  
4/each/day 
6/each/day 
6/each/day 

17. Drums Plastic  108/each 

18. Object Markers/Delineators 
(1) Type 2 Object Marker 
(2) Design A Delineators 

Install or move and reset post-mounted Type 2 Object Markers, delineators 
(Design A) 

 
2016/each 

16/each 

19. Portable Vertical Panel 68/each 

20. Delineators 
(1) Design B Delineators 
(2) Design G Delineators 

 (Design B, & G) 

  
1816/each 

16/each 

21. Deleted   

22. Flexible guide posts  4/each 

23. Portable Arrow Panel 
 

68/each/hour 

24. Flagger Sign 
(1) W20-7a Sign with two 12” (305 mm) flashers 
(2) W20-7a Sign with LED flashers 

W20-7 sign with two 12" (305mm) flashers 

 
4/each/hour 
2/each/hour 

 
25. Raised rigid pavement markers Type I or II  8/each 

 26. Deleted  

27.

a 

Hinged flexible guide posts 36" (914mm) height  3844/each 

27b Reset hinged flexible guide posts 36" (914mm) height 20/each 

28. Deleted  

29. Temporary traffic control signals (with dual lights and adjustable mast arms) 1810/each/ho
ur 

30. Temporary traffic tape yellow or white 4" (102mm)  2/ft (3/0.37/m) 

31. Changeable Message boards, 3 line 8'x8' (2.7m x 2.7m) size 10/each/hour 

32. Install or remove signs faces on post mounts (seasonal install or remove, not daily) 24/each 

33. 4' (1.3m) height safety fence on delineator posts spaced at 
8' (2.6m) intervals  
 

6/ft32/8 foot 
(20/m)(32/2.44

m) sections 
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TRAFFIC CONTROL RATE SCHEDULE 
(Subsections 618.04.1 & 618.05.1 of the Standard Specifications) 

 

Group No. 
Traffic Control Device 
Description 

Value in Units  
of Each Traffic  
Control Device 

    

34. Flag Person Zone 1 
Zone 2 
Zone 3 
 

4244/each/ho
ur 

4648/each/ho
ur 

4850/each/ho
ur 

35. Pilot Car Zone 1 
Zone 2 
Zone 3 

7264/each/ho
ur 

7668/each/ho
ur 

7870/each/ho
ur 

 
36. Portable light tower (Flood Light) for flag stations onlyFlagger Illumination 

(1) Portable Light Tower 
(2) Non-Glare (Balloon) Lighting 

 

 
2/each/hour 
4/each/hour 

37. Alternative Devices: Items not covered under this rate schedule may be included 
as alternate devices. The rate will be determined in accordance with Subsection 
109.04.1 or 109.04.2 
 

Agreed upon 
prices 

converted to 
number of 

units  
 

38. Positive Protection Barriers 32/ft (105/m) 

39. Pedestrian temporary curb ramp 2630/each 

40. Pedestrian barricade 6/ftfoot 
(19.720/m) 

41. Pedestrian fence/railing 64/foot 
(13.120/m) 

42. Temporary Portable Transverse Rumble Strips 11ft (3.4 m) length 26/each 

43. Illuminated Flagger Paddle 2/each/hour 

44. Business Access Signs 28/sq ft 
(301/sq m) 

 


